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WMAP 
Interchangeable Mechanism Pre-equipped Woltmann Meter  

 
THE PRODUCT 
WMAP is a Woltmann meter for cold water 40° C of 
interchangeable mechanism and axial helix type.(the 
axis of the helix coincides with that of the pipeline). 
The meter is supplied pre set for 3 impulse outputs 
which can be easily activated after the installation of 
the meter itself.. On request the meter can be produced 
with materials suitable for use with hot water up to 90° 
C. 
The dial is of dry type with magnetic transmission and 
straight reading on 7 numbered drums (max reading 
10.000.000 m3). 
 
STRUCTURAL CHARACTERISTICS 
9 Body in cast iron with epoxy paint finish flanged 

to UNI PN 10 or 16 pressure rating 

9 Helix in non hygroscopic, antimagnetic, 
undeformable and wear resistant, plastic material. 

9 Lockable lid in metal. 
9 Glass cut from glass plate of adequate thickness 
9 Pre-set for 3 impulse outputs (2 reed-switches and 

1 optoelectronic) 
 
FUNCTIONAL CHARACTERISTICS 
9 Hydraulic performances according  EEC 75/33 

Class B. 
9 The meter is approved according EEC Class B 

CEE 
9 On request the meter can be supplied with EEC 

mark certifying that initial verification has been 
carried out. 

 
 
DIMENSIONS AND HYDRAULIC PERFORMANCES 

DIAMETER mm 50 65 80 100 125 150 200 
 inches 2” 2.½"  3” 4” 5” 6” 8” 
Qmin m3/h 0.45 0.75 1.2 1.2 1.2 2.5 4 
Qt m3/h 1 1.2 2 2 2 12 12 
Qn m3/h 15 25 40 60 100 150 250 
Qmax m3/h 50 80 200 250 250 450 650 
Max flowrate with ∆p 0.1bar m3/h 35 60 120 120 120 310 600 
Nominal Pressure bar 10-16 10-16 10-16 10-16 10-16 10-16 10-16 
Maximum Reading m3 107 107 107 107 107 107 107 
Minimum Reading l 2 2 2 2 2 2 2 
Weight kg 12.5 14 15 18 20 31.5 46 
Body nength  mm 200 200 225 250 250 300 350 
Reed switch pre-set (B – C) m3 0.1-1 0.1-1 0.1-1 0.1-1 0.1-1 1-10 1-10 
Opto pre set (A) m3 0.01 0.01 0.01 0.01 0.01 0.1 0.1 
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Reed switch and opto pre-setting Lockable lid 
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26 Helix 
 

REF. NR. DESCRIPTION 
1 Body 
2 Tightening gasket 
3 Screw 
4 Locking ring 
5 Helix group 
6 Transmission spindle 
7 Locking disc 
8 Cap flange 
9 Pre-equipped register 
10 Fixing ring 
11 Screw 
12 Lid + cap 
13 Lid screw 
14 Ring 
15 Screw 
16 Reed pulse emitter (optional) 
17 Screw 
18 Gasket 

19+20 Led seal  
21 Gasket 
22 Screw 
23 Helix support 
24 Straightener 
25 Screw 

WOLTMANN METER MODEL WMAP DN 50-65 mm
SPARE PARTS LIST
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REF. NR. DESCRIPTION 
1 Body 
2 Screw 
3 Straightener 
4 Screw 
5 Spindle 
6 Spinde support 
7 Helix 
8 Helix support 
9 Helix screw 

10 Bush 
11 Cap flange 
12 Ring 
13 Grub screw 
14 Gasket 
15 Screw 
16 Led seal 
17 Seal screw 
18 Cap + lid 
19 Lid screw 
20 Ring 
21 Gasket 
22 Fixing ring 
23 Pre-equipped register 
24 Gasket 
25 Locking disc 
26 Screw for transmission group 
27 Transmission group 
28 Helix group 
29 Screw 
30 Grub screw 
31 Grub screw 
32 Gasket 
33 Reed pulse emitter (optionall) 

WOLTMANN METER MODEL WMAP DN 80-200 mm
SPARE PARTS LIST
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